
ASSEMBLY

SECTION B-B

SECTION A-A

BOX - INSIDE LID - INSIDE

SECTION C-C

1590Z060
1590Z060BK
1590Z060GY

Basic Enclosure
Black Enclosure

Grey Enclosure - RAL7001 Gloss

NOTES

Cover screws should be torqued to 5-7.5 lbf.in (50-75 cN.m)

1590Z060
PART NUMBERS

Purchased assembly includes enclosure, M4x15 lid screws
and M3x5 ground screws.

Gasket - Pre-formed Silicone Rubber
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1590Z060

File #E65324
NEMA 4, 4X

45.00 mm
[1.772 in]

50.00 mm
[1.969 in]

30.00 mm
[1.181 in]

25.30 mm
[0.996 in]

35.00 mm
[1.378 in]

40.00 mm
[1.575 in]

R4.98 mm
[0.196 in]

4X

39.37 mm
[1.550 in]

44.37 mm
[1.747 in]

24.87 mm
[0.979 in]

n4.50 THRU
v n7.40 x 19.25 mm
2X
(MOUNTING HOLES)

29.87 mm
[1.176 in]

36.86 mm
[1.451 in]

41.86 mm
[1.648 in]

R6.50 mm
[0.256 in]

4X

22.86 mm
[0.900 in]

27.86 mm
[1.097 in]

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

6.00 mm
[0.236 in]

Captive lid screws

4.75 mm
[0.187 in]

7.00 mm
[0.276 in]

7.00 mm
[0.276 in]

2.50 mm
[0.098 in]


