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General Accessories
General Accessories

Painted Steel (Gray) Painted Steel (Lt. Gray) Stainless Steel Fits Enclosure Width 
(inches)Part Number Part Number Part Number

DK12GY DK12LG DK12S16 12.00
DK16GY DK16LG DK16S16 16.00
DK20GY DK20LG DK20S16 20.00
DK24GY DK24LG DK24S16 24.00
DK30GY DK30LG DK30S16 30.00
DK36GY DK36LG DK36S16 36.00
DK42GY DK42LG - 42.00
DK48GY DK48LG - 48.00
DK60GY DK60LG - 60.00
DK72GY - - 72.00

 Drip Shield Kit
• Easily installed on Type 12, 4 and 4X wall-mount 

enclosures using stainless steel bolts and sealing 
washers (included). 

• Designed not to interfere with door clamps. 
• Protects door from dripping water and settling dust. 
• Constructed in 14 gauge mild steel (painted) or 316 

stainless steel
• Maintains enclosure rating

Installed

Part No. Description
GRDKIT01 Quantity 2 
GRDKIT02 Quantity 6

Ground Wire Kits
• Stranded #10 gauge copper wire with ring terminal .256 dia hole
• Includes mouting nuts both 1/4 20 and 10-32 ground studs
• Ground symbols (2 for each jumper)

 Door Support Guide
• Designed for use when heavy loads or uneven mounting surfaces changes 

door alignment
• Field installable kit
• Can be used on Hammond Eclipse and 1418 Series wall mount enclosures, all 

freestanding and fl oor mount enclosures - both painted and stainless steel
• Kit includes all necessary hardware and installation instructions
• Sealing washers included maintain enclosure integrity

Part No. DSG1


